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CANCELS: B-15
DATE:

PRODUCING PIANTS: IONG BFACH, ANTIOCH, SEATTLE, ROSARIO, JACKSONVILLE, DELANCO

Core Formila:

(Lbs./} sa.Tt.) ' Jackson-
Long Beach Antioch Seattle Rosario yille Delanco
Board Stucco (S-1 ‘1470—1620 1470-1620 1470-1620 1470-1620 1470-1620 1470-1620 .
5-2
Paper Fiver (B-G-1)  10-15 10-15 10-15 - 10-15 10-15 10-15
- i
Starch {RM-B-11) 6,5-9.0 6,5-9.0 6.5-9.0 6.5-9.0 6.5-9.0 6,5-9.0

Core Foaming Agent:

Resin (B-G-1) - - 0.6-3.0 t - - -

A1S  {B-G-1) 0.2-1.0 - - $.2-1,0 0.2-1.0 0.2-1.0
AAS  (B-G-1) - 0,2-1.0 - - - -
Lignin (B-G-1) 2.5-3.5 @3.5 5.0-7.0  2.5-3.5  2.5-3.5  5.007.0
End Trim (B-G-1) 20-35 Q 20-35 None 20-35 20-35
Potassium Sulfate  0.5-2.0 ©9%2.0  0.5-2.0 0.5  0.5-2.5  0.5-2.5

(B-G-1)

tarder (B-G-1) None /N? None 0-0.5  None None
Hydrated Lime 0-0.8 0-0.8 0-0.8 0-0.8 0-0.8 0-0.8

{RM-P-3)

Paper Liners: Tath Paper on both sides.

OPERATTNG SPECIFICATIONS: (Refer to Process Bulletin B-G-2 for General Specifications)

A. GCore Mix at the Mixer - Follow the test procedures specified in Bulletin T-5.

1. Slurry Setting Time, minutes 2 - 4~
2. Wet Slurry Weight, Tbs,/ou.ft. 73 - 82
3. Wet Compressive Strength, psi 225 - 450

4. Edges - Round
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